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Overview

This standard establishes supplementary requirements for cable distribution
boxes (CDCs), which are type test assemblies (TTA) for outdoor installation,
installed in public places, but only accessible by professionals when they are
used. 1-2020 Directives for Standardization – Part 1: Rules for the Structure
and Drafting of Standardizing Documents. This Document is Part 1 of GB/T
7251 Low-Voltage Switchgear and Controlgear Assemblies. Our customizable
distribution boxes are designed to meet diverse power distribution needs,
offering flexibility and reliability for residential, commercial, and industrial
applications.
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Distribution Box Standard 7251

  

GB/T 7251.1-2023 English PDF
(GB/T7251.1-2023)

GB/T 7251.1-2023: Low-voltage switchgear and
controlgear assemblies - Part 1: General rules

  

Chinese Standard: GB/T 7251.12-2013

This standard is the original Chinese electronic
standard. After you successfully purchase, we
will send the electronic version of this standard
to your email address.

  

GB/T 7251.2-2023 (GBT 7251.2) English
PDF 

The purchased PDF of GB/T 7251.2-2023_English
will be deemed to be sold to your
employer/organization who actually paid for it,
including your colleagues and your employer's
intranet.

  

GBT7251.1-2023EN 

This Document is Part 1 of GB/T 7251 Low-
Voltage Switchgear and Controlgear Assemblies.
GB/T 7251 has published the following parts: ---
Part 1: General Rules; --- Part 2: Power
Switchgear and 

Powered by Syropy AI Connectivity



Page 4/10

  

GB/T 7251.1-2023 English PDF 

For each type of low-voltage switchgear and
controlgear assembly, only two main standards
are necessary to determine all requirements and
the 

  

China power switchgear and control gear
assemblies standard GB/T 

China's National Certification and Accreditation
Administration has updated standard GB/T 7251
for power switchgear and control gear
assemblies.

  

GB/T 7251.1-2013 in English 

This standard cannot be used alone to specify an
ASSEMBLY or used for a purpose of determining
conformity. ASSEMBLIES shall comply with the
relevant part of the GB 7251 series; Parts 2
onwards.
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Explosion proof distribution box standards
and installation issues

I. Explosion-proof distribution box general
standards Distribution box production technology
indicators to meet the specifications and design
requirements, and in accordance with the
provisions of the 

  

GB/T 7251.1-2013 

Find the most up-to-date version of GB/T
7251.1-2013 at GlobalSpec.

  

High Standard 300A 220V Long Service Life
Electrical Box

Our customizable distribution boxes are designed
to meet diverse power distribution needs,
offering flexibility and reliability for residential,
commercial, and industrial applications.

  

GB/T 7251.1-2023 

Scope This document specifies the general
definitions, service conditions, construction
requirements, tech-nical characteristics, and
verification requirements for low-voltage
switchgear and 
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GB/T 7251.7-2025 PDF English 

Price & Delivery US$754.00 · In stock Delivery:
<= 6 days. True-PDF full-copy in English will be
manually translated and delivered via email.
GB/T 7251.7-2025: Low-voltage switchgear and 

  

XL-21 type low-voltage power distribution
cabinet

Designed to meet IEC 60439-1 and GB 7251.1
standards, this indoor fixed enclosed cabinet is
ideal for 50Hz AC power distribution systems
with a rated voltage of 380V/660V and a current
capacity of up 

  

GB/T 7251.8-2020 PDF English 

The purchased PDF of GB/T 7251.8-2020_English
will be deemed to be sold to your
employer/organization who actually pays for it,
including your colleagues and your employer's
intranet.

  

XL-21 Series 50Hz Low Voltage Distribution
Box GB7251.1 Standard

XL-21 series low-voltage distribution box is
suitable for industrial and civil buildings. It is
used for power distribution and lighting
distribution of three-phase four-wire or three-
phase five-wire power systems 
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GB/T 7251.5-2025 English, GB/T
7251.5-2025 Low-voltage 

GB/T 7251.5-2025 Low-voltage switchgear and
controlgear assemblies - Part 5: Assemblies for
power distribution in public networks 1 Scope
This document defines the specific requirements
for public 

  

GB 7251.5-1998 

Note 1 If the cable distribution boxes (CDCs) also
include additional equipment (such as
instruments, etc.), so that its main function can
be considered to be changed, other standards
can be adopted 

  

GB/T 7251.4-2017 (GBT 7251.4) PDF
English 

GB/T 7251.4-2017 PDF English Price & Delivery
US$519.00 · In stock Delivery: <= 4 days. True-
PDF full-copy in English will be manually
translated and delivered via email. GB/T 7251.4 

  

GB 7251.5-2008 English, GB 7251.5-2008
Low-voltage Switchgear 

Substation cable distribution boards (SCDBs) and
cable distribution cabinets (CDCs) for power
distribution in public networks shall comply with
all the requirements of GB 7251.1-2005 and
shall 
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Power cabinet distribution box
XL-21-Zhejiang Jinqi Electrical  

Classification: Power distribution box
Model:XL-21 Standard number:GB/T 7251.12
Rated current:400A Rated voltage:400V Rated
frequency:50Hz Protection grade:IP30 Insulation 

  

GB/T 7251.5-2017 English Version, GB/T
7251.5-2017 Low-voltage  

Figure 101 Typical Distribution Network Notes: 1
If a PENDA is equipped with additional equipment
(for example meters), in such a way that the
main function is changed considerably, then
other standards 

  

GB/T 7251.3-2017 (GBT 7251.3) PDF
English 

Distribution boardsintended to be operated by
ordinary persons (DBO) ICS 29.130.20 K31
National Standards of People's Republic of China
Replace GB/T 7251.3-2006 Low-voltage
switchgear and 

  

GB 7251.5-1998 

This standard establishes supplementary
requirements for cable distribution boxes (CDCs),
which are type test assemblies (TTA) for outdoor
installation, installed in public places, but only
accessible by 
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GB/T 7251.7-2015 English Version, GB/T
7251.7-2015 Low-voltage  

The manufacture and/or assembly may be
carried out other than by the original
manufacturer (see GB 7251.1-2013, 3.10.1). This
part is not applicable to individual electrical
equipment and self-contained 

  

GB/T 7251.1-2005 English Version, GB/T
7251.1-2005 Low-voltage  

GB/T 7251.1-2005 English Version - GB/T
7251.1-2005 Low-voltage switchgear and
controlgear assemblies - Part 5:Particular
requirements for assemblies for power
distribution in public networks 

  

Position: Standard Detail Info 

This part of GB 7251 lays down the definitions
and states of the service conditions, construction
requirements, technical characteristics and
verification requirements for low voltage
switchgear and 

  

Contents 

1 Scope This part of GB/T 7251 defines the
specific requirements for distribution boards
intended to be operated by ordinary persons
(DBO).
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Contact Us

For datasheets, pricing, or custom high-speed optical interconnect solutions,
please visit:
https://www.syropy.com.pl
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