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Overview

This CFP2 coherent optical module supports wavelengths from 1528 to 1567
nm and has a transmission capacity of up to 200 Gbps. On the host side, the
module can accommodate a variety of signal types including 100GE, 200GE,
400GE, OTU4 and OTUCnh (FlexO). The CFP2-DCO-200G-D is CFP2 form factor
coherent pluggable module compliant to the CFP MSA CFP2 Hardware
Specification, based on DP-mQAM modulation, polarization diversity coherent
Intradyne detection and advanced electronic link equalization. The 100G/200G
Coherent CFP2 DCO MSA is Pluggable Digital Coherent C form-factor optical
transceiver designed for high-speed optical networking applications such as:

Telecom Metro/Long-haul, Wireless Backhaul and Hyperscale Data Center
Interconnect (DCI).
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North Macedonia FOB Coherent Optical Module 200G

200G Coherent CFP2 DCO

200G CFP2-DCO C-Band tunable DWDM coherent
optical transceiver module. MSA and OIF-
CFP2-DCO specification compliant. Up to 2000km
reach.

CFP2-DCO-200G-D Data Sheet, FS

CFP2-DCO-200G-D is CFP2 form factor coherent
pluggable module compliant to the CFP MSA
CFP2 hardware specification, based on DP-mQAM
modulation, polarization diversity coherent
intradyne

Coherent to demonstrate next-generation
transceiver

800G-DR8 Linear Pluggable Optical (LPO)
Transceiver This live demonstration will
showcase a linear pluggable optical (LPO)
transceiver module

800G and Higher Rate Coherent Pluggable
Optical

Explore the advancements in 800G coherent
optical modules and their application scenarios in
enhancing data center performance and network
efficiency.
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400G/300G/200G QSFP-DD Digital Coherent
Optics

Optics (DCO) transceiver supports multi-rate
coherent transmission for data center

) The FTCD3312R1BCL CFP2 Digital Coherent
interconnect, as well as metro

100G DCO Optical Transceiver, e —
FIBERSTAMP

The transmitter of the 100G / 200G CFP2-DCO
coherent optical module provides a monitoring
clock TXMCLK, which is mainly used as a
reference for monitoring optical signals at the
transmitter.

Length:14.0mm

small-end inner diameter:3.0mm 100G/200G Coherent 200G CFP DCO
Large-end inner diameter:3.5mm A .
Oliter dlameters omm Transceiver , AscentOptics

O 100G/200G Coherent 200G CFP DCO module is a
pluggable, digitally coherent C-type module
designed for high-speed optical networking
applications - AscentOptics.
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100G200G Coherent Optical Module

The 100G / 200G CFP2 coherent optical module
is powered by an independent 3.3 V power
supply on the host. All voltages are tested at the
connector

200G CFP2 Module , FS CFP2-DCO
Coherent

Generic Compatible CFP2 DCO 100G/200G
DWDM Tunable Coherent ITU CH13-CH60 50GHz
80km DOM Duplex LC/UPC SMF Optical
Transceiver Module for

100G/200G COHERENT OPTICAL
TRANSCEIVER FRONTEND

Features Compact stand-alone coherent optical
transceiver frontend Tx and LO laser integrated
Graphical use interface (GUI) for direct user
control via USB GbE connection for external
remote control

200G/100G CFP2 Digital Coherent Optics
Transceiver

On the host side, the module can accommodate
a variety of signal types including 100GE, 200GE,
400GE, OTU4 and OTUCn (FlexO). On the line
side the module supports 100G, 200G, 300G,
and
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100GE/200GE/400GE DCO Coherent
Transceivers

FiberMall offers CFP DCO, CFP2 DCO, OSFP DCO
& QSFP-DD DCO Coherent Optical Transceiver
Module supporting up to 400G data rate for long-
haul

OFC 2023: Multiple 800G and modulated
laser demo's

Coherent is demonstrating an optical transceiver
module operating at 200 Gbps per optical lane, a
co-packaged optical (CPO) multimode optical
engine

400G Coherent Optical Devices:
Architecture, Applications & Trends

400G Coherent Optics is a complex system that
integrates key photonic and electronic
components to enable high-speed data
transmission. These components are often
housed within a

Coherent 200G CFP2 DCO Module Product
Specification

This document describes the product
specifications for coherent 200G CFP2 DCO
modules based on dual polarization quadrature
amplitude modulation (DP-16QAM) supporting
extended C-band,
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100G DCO Optical Transceiver,
FIBERSTAMP

The optical module consists of three functional

parts: TX module, RX module and control

module. All the control interface pins are

provided by an internal microcontroller. This 400mm
microcontroller can also be
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210mm 530mm

200G-CFP-DCO Coherent Optical Module

The 100g / 200g / 400g coherent optical module
launched by xianyitong technology adopts
imported chips with stable performance. The
packaging forms include CFP and cfp2.

Coherent: The Coherent 200-Gbps Electro-
Absorption

Coherent's 200-Gbps Electro-Absorption
Modulated Laser (EML) enables next-generation
transceiver modules for intra-data-center
communication to use

: , 1006 QSFP28 to 4+253 SFP28 AOC DATA SHEET 100G/200G CFP2-DCO

QSFP-4X25G-A0C+M COHERENT MODULE
( N AOC DESCRIPTION The Jabil Photonics CFP2-DCO
= I~ module can be used on host board to support

406 106 transmission over DWDM links in Metro networks,
Data Center Interconnect (DCI), and Long Haul

25m 30m

; W 206 QSFP+ to 4+10G SFP+ AOC
o QSFP-4X10G-AOC**M
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High-performance pluggable coherent

optics:

400G Multihaul provides 400-Gbps coherent
capacity in a pluggable form factor. Used in
routers and optical transport systems, such
devices provide the

Im 200G Tunable CFP2-DCO Coherent
Transceiver

! This CFP2 coherent optical module supports
wavelengths from 1528 to 1567 nm and has a
transmission capacity of up to 200 Gbps. With

EDFA for
100G/200G COHERENT OPTICAL
TRANSCEIVER FRONTEND
100G/200G COHERENT OPTICAL TRANSCEIVER .
FRONTEND AT A GLANCE Compact transceiver ' -

frontend based on CFP2-ACO modules for up to l -
32 GBd operation Transmitter includes linear '
driver

Coherent To Demonstrate 200G Per Lane
For 800G and

Coherent Corp. (Nasdaq: COHR), today
announced it will demonstrate an optical
transceiver module operating at 200 Gbps per
optical lane.
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200G DWDM Tunable Coherent CFP2 DCO
80km DOM

The 200G CFP2 module allows transmission with
the Mux/Demux and EDFA in

Contact Us

For datasheets, pricing, or custom high-speed optical interconnect solutions,
please visit:

https://www.syropy.com.pl
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